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This unique device allows you to interface any two mobile units 


(2M, 220Mliz, 450MHz, etc.) separated by 100 to 200 feet using any 

2 conductor common telephone type wire and within a few short min- 
utes you have a repeater. The applications for this device are many, 
but, for example, you can establish a repeater rapidly in the imned- 
late area of an emergency or special event and not have to worry about 
a repeater being available locally or relying on using existing over- 
crowded repeaters. The system requires interface with the remote? 
speaker jack on one mobile unit and the mike input and push-to-talk 
on the second mobile unit without regard to band or make or model of 
the mobile units. To enable you tb respond quickly you simply need 

a Repeat-A-Mate unit, 100 to 200 feet of cable with a miniature phone 
plug previously installed and a cable with plug to fit the mobile 


fa 
unit being used as the transmitter. See the pictorial below: 
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The Repeat-A-Mate is powered by an internal common 9 volt transistor 
radio battery (not supplied) which will last a long time (very low 
current drain). When setting up your special purpose repeater, you 
must position the two mobile units as far apart as possible, using 
approximately 100 to 200 feet of common cable. The RM=-1 is placed 
in the same vehicle as the transmit unit requiring a short cable on 
that end. The RM-1 is equipped with a speaker for local monitoring 
at the transmit vehicle which may he enabled or disabled using the 


speaker switch. 
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You should also select a frequency vair that is in keeping with the 
ARRL Band plan (or standard repeater pair), that is not in use in 

the area in which you are planning to operate. After connecting 

your Repeat-A-Mate to the mobile units and carefully selecting your 
frequency pair, set the receive mobile unit on the input frequency 

and the transmit mobile unit on the output frequency. For example, 

if you are establishing a 146.25 Miz/146.85MNz repeater, set the re- 
ceiver mobile unit on 146.25Mi%z and the transmit mobile unit on 
146.85Miz. When using a typical synthesized transceiver, be certain 
that the transmit unit offset switch is in the simplex position, 
otherwise your output will be plus or minus 600 Kilz from where you 
actually want it to be. Now you are ready to go. Have someone trans-= 
mit on the input frequency and adjust the reveat audio control on your 
RM-l until the LED begins to blink. This will get you in the ball 
park and you can make finer adjustments later as you use the repeater 
to suit your needs. You will find your Repeat-A=Mate to be a very 


stable and reliable device that will give you many years of service. 


When operat: ng a repeater make sure you understand the rules concern- 
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ing identification and control. 
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Mb the ARRL. L and ¢ others have. ‘published 


considerable guidance in this refard. 
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WARRANT Y 

This unit is fully warranted against factory defects for 90 days. 
Should trouble occur during the warranty period, simply return it 
to us and it will be repaired or replaced free of charge, and re- 
turned to you, assuming it has not been tampered with, misued or 
abused. i} 


Accessories Available: 
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9V Ray-O-Vac Battery 
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£00 Leet (roll) pL 2 conducter cable -------- weceeo-- $ 4.49 
| 


Prewired transmit cable (you must specify the 
type of transceiver) -------- $12.95 
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